1.1 Defibrilator s monitorem EKG (1 ks)/ Defibrillator with ECG monitor (1 pc)

Bifazicky min 200J

Métreni EKG s analyzou rytmu

Métreni SpQ

Méteni neinvaziv krevniho tlaku
Manudlni i AED rezim

Monitor dol¥e ¢itelny pii slunenim svitu
deskové defibrilani elektrody pro dosfé i
dati

vaha max. 7 kgdetrg baterie

Tiskarna

Moznost ukladani nebo odesilani rgiemych
dat

Prislusenstvi EKG svody, 2x manzeta NIBH
2x kabely &idla SpQ, transportni braSna

« Biphasic min. 200J

* Measuring ECG with the rhythm analysis

* Measuring SpO2

» Measurement of blood pressure (non-invasive)

* Manual and AED mode

» Monitor properly readable in sunlight

* Board defibrillation electrodes for adults anddten

« Weight max. 7 kg including battery

* Printer

« Ability to store or transmit measured data

« Accessories of ECG leads, 2 x NIBP cuff, 2x SpO2
| sensors and cables, carrying case

1.2 Neinvazivni dychaci fFistroj s 2 litrovou 0, lahvi a ambuvakem / Non-invasive
breathing apparatus with a 2 liter 0, bottle and a bag mask

pevny uzamykatelny kifk

2l tlakova lahev kysliku pro dychani
Dychaci gistroj s tlakovym omezo¥am pro
dosplé a diti

Pripojné hadice a masky pro dékpa diti
Ambuvak s moznostitgpojeni kysliku a
resusciténi masky pro dosfié a dti
propojovaci kyslikova hatka min. délka 2m
resusciténi set: min 6 kusrozwracich
vzduchovod + rozwraci Sroub + vytahova
jazyka

svitilna

* Lockable hard case

« 2 liters cylinder of oxygen for respiration

* Breathing apparatus with a pressure limiter fiules
and children

 The connecting hoses and masks for adults and
children

» The bag mask with optional connection of oxygen
and resuscitation masks for adults and children

« Connecting oxygen hose with the min. length of 2n
» Resuscitation set: at least 6 pieces of retraaitor
channels + bolt + tongue extractor

* Flashlight




1.3 Infuzni pumpa / Infusion pump

Infuzni pumpa tEena k pesnému davkovani
tekutin ugenych k lébg

Pritok od 0,1 ml do 999,9 ml/hod., krok 0,1
ml/hod

Moznost volby zfisobu zadani a vygtu
davkovani (rychlost, objentas)

Prehledny graficky displej

Moznost podani bolusu

Detektor vzduchu

Zadani rychlost/objersas infuze

Moznost nastaveni limitu okluzniho tlaku
Indikace alarm akusticky, vizuald - jasna
textova hlaseni

Vesta¥nd baterie pro 6 hodin provozu
Drzak istroje

MoZnost pauzy

Moznost pouziti infuznich siebd vice
vyrobai

Snadnd povrchova desinfekce

Infusion pump for precise dispensing of fluidg
for treatment

Flow rates from 0.1 ml to 999.9 mi/hr. step 0.
ml/hr

Choice of ways to specify a dosage calculation

(speed, volume, time)

The clear graphic display

Option bolus

Air detector

Entering speed/volume/time infusion
Option to set limit occlusion pressure
Alarm indication acoustically, visually - clear
text messages

Built-in battery for 6 hours of operation
The unit holder

Option to set the pause

The possibility of using infusion sets from
multiple manufacturers

Easy surface disinfection

1.4 Infuzni davkovac¢ / Infusion dispenser

Pratok od 0,1 ml do 999,9 ml/hod., krok 0,1
ml/hod

vypocet rychlosti dle objemu &asu

mize pracovat s jednoradzovymfikaékami od
raznych vyrobé o objemu 2/3 az 50/60 ml
kontrola instalace a rozpoznani velikostilsicky
dlouhodobému podavani ek

bolus

Indikace alarm akusticky, vizual# - jasna
textova hlaSeni

Vesta¥na baterie pro 6 hodin provozu
Drzak fistroje

MozZnost pauzy

Moznost pouziti infuznich sibd vice vyrobt
Snadna povrchova desinfekce

* Flow rate of 0.1 ml to 999.9 ml/hr., the step of
0.1 ml/hr

» Calculating the speed according to the amount
and time

» Operates with disposable syringes from variou
manufacturers with a capacity of 2/3 to 50/60 m
« Installation inspection and recognition of syeng
size

 Long-term medication

* Bolus

« Alarm indication acoustically, visually - cleaxt
messages

* Built-in battery for 6 hours of operation

* Unit holder

* Ability to pause

» Ability to use infusion sets from multiple
manufacturers

» Easy surface disinfection

[=)

1.5 Resuscit&ni hrudni pumpa / Resuscitation thoracic pump

Aktivni dekomprese a komprese hrudniki
resuscitaci

Vizudlni signalizace sily komprese a
dekomprese

Zvukova signalizace

« Active decompression and chest compression®at
resuscitation

« Visual indication of power compression and
decompression

* Beep signaling

th




1.6 Bateriova odsava&ka / Battery Breast Pump

Min. 45. minut bateriovy provoz

Dobijeni 12V (autozasuvka) a 230V
Snadné penasSeni nebo brasna

Saci podtlak -0,80 bar

PrisluSenstvi — lahev(min 11) saci hadice (2

mikrobiologickeé filtry (5x) napajeci kabely
(12v a 230V)

« Min. 45 minute battery operation

* Charging 12V (car power) and 230 V

« Easy to carry or bag

* Suction vacuum -0.80 bar

) Accessories - bottle (at least 1 liter) suctioséd (2 x)

microbiological filters (5x) power cables (12V and
230V)

1.7 Zachranaiska brasna s ampulariem / Rescue bag with ampoule

Vodéodolny odolny material
Cast slouzici jako ampularium pro minimélr

50 kugi riznych ampuli
Variabilani usp#adani pihradek.

Vyhodou batohové popruhy pro noSeni na
zadech

» Waterproof resistant material
« Part serving as ampoule bag for at least

50 pieces of various ampoules

« Variable arrangement of compartments.
» The backpack straps for carrying on back are a
advantage

1.8 Fonendoskop / Stethoscope

Dvoustranné provedeni pretdi dosgElé
Redukce hluku
Pouziti pro obtizé slySitelné zvuky

» Two-side design for children and adults
* Noise Reduction
» Use for difficult to hear sounds

1.9 Tonometr / Sphygmomanometer

Velky displej s odolnosti proti arytmiim
Odolny proti narazu a ved

Nylonova manzeta

Zaznam nartenych tlak do pandti

* Large display with resistance against arrhythmiag
*» Shock and water resistant

* Nylon cuff

» Recording measured pressures in memory




1.10 Skladaci invalidni odlekieny vozik / Foldable lightweight wheelchair

Skladaci odleteny duralovy ram

Dvoudilnd odklopné a odnimatelné podnoz
Odnimatelné postranice

Brzdy pro doprovod

Nosnost min. 140 kg.

Hmotnost do 15 kg.

« Foldable lightweight duralumin frame
v Two-piece hinged and removable footrests
* Removable side plates
* Brakes for escort
» Capacity at least 140 kg.
» Weight up to 15 kg.

1.11 Skladaci zachran&skéa nositka / Folding rescue stretcher

Hlinikovy ram

PVC potazena polyesterova nosna plocha
Nosnost min 125 kg.

Véha max. 10kg

Délka min. 2m

Sitka min 0,5m

SloZeni délko¥ na pilku a déle na gku

* Aluminum frame

» PVC coated polyester bearing area

 Capacity at least 125 kg.

» Weight max. 10 kg

e Length min. 2 m

* Width min. 0.5 m min

* To be folded in half lengthwise and further atlthi

1.12 Oxymetr / Oxymeter

Prenosny bateriovyiipstroj
Méfeni SpQ a pulsu
Velky prehledny display
Prstovésidlo (2ks)

Pangt’ nangienych hodnot

* Portable battery-operated device
» Measuring SpO2 and pulse

* Large, clear display

* Finger Sensor (2pc)

» Storage of measured values




1.13 Set vakuovych dlah / Set of vacuum splints

Vakuové dlahy pro: Vacuum splints:

* backpack for a set of splints

batoh na sadu dlah j
e evacuation pump to vacuum

evaku&ni pumpa na vakuovani

« for hand
e proruku = « the whole arm
+ celou pazi « for shin
e pro holei « for the entire leg
: Errlc() celou nohu  neck

Required period of warranty: 24 months

Place of delivery of the medical equipmentOmalo, district of Achmeta,
Tusheti Region)




